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BENZ  
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BENZ 
Solidfix®
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Weldon

KM™
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Notch
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Capto®
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Mmax 30 Nm

i 1:1

nmax 8.000 min-1
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Mmax 70 Nm

i 1:1

nmax 6.000 min-1
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Mmax 150 Nm

i 1:1

nmax 4.000 min-1
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Mmax 230 Nm

i 1:1

nmax 3.000 min-1
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without cooling

grease lubrication

change of the angle head

axis angle

amount of output spindlesdrilling

milling

tapping

MACHINING SPECIFICATIONS

Milling arbor

Collet chuck

OUTPUT SPINDLE

FRONT HEAD (SIZE)

optional: customized torque arm 
more information on page 25

TORQUE ARM 

Steep taper
CAT

Steep taper
MAS BT

Steep taper
SK

TAPER

external / internal coolin

internal cooling

external cooling

GET IN TOUCH

ANGLE HEAD 
FIX WFX

PERFORMANCE DATA

OUTPUT SPINDLE
S3 | ER25A

OUTPUT SPINDLE
S4 | ER32A

OUTPUT SPINDLE
S5 | ER40A

OUTPUT SPINDLE
S5 | ER40A

ANGLE HEAD ≠ 90° – WITH FIXED ANGLE

Angle head for special machining with fixed angle

All dimensions and weights depend on the machining angle selected.

Precise data is only available on request.
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