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Solidfix®

Coromant 
Capto®

HSK 
DIN 69893

KM™
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external / internal cooling 
(on request)

internal cooling 
(on request)

without cooling

grease lubrication

change of the angle head

axis angle

amount of output spindlesdrilling

milling

tapping

MACHINING SPECIFICATIONS

OUTPUT SPINDLE

FRONT HEAD (SIZE)

optional: customized torque arm 
more information on page 25

TORQUE ARM 

Steep taper
CAT

Steep taper
MAS BT

Steep taper
SK

TAPER

external cooling

Collet chuck

ANGLE HEAD 
SLIM WGX

ANGLE HEAD 90° – NARROW DESIGN
 
Angle head for machining for spatial constraint / maximum useable tool length

Product version: external cooling (EC) 

feasible on request: internal cooling (IC) or EC/IC combination
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L4 
[mm]

+

HSK-A63 52 0

HSK-A100 55 1,7

Capto C6 | SK40 | CAT40 45 0,1

Capto C8 45 1,0

SK50 | CAT50 45 2,2

BT40 53 0,4

BT50 60 3,5

L3 
[mm]

+

S1 16 0

ER11A 16 0

L1 
[mm]

L2 
[mm]

LS 
[mm]

05 / 149 91 24 4,7

L3=16 181 123 56 4,9

213 155 88 5,1

Mmax 12 Nm

i 1:1,607

n2 max 8.000 min-1
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BENZ SOLIDFIX® S1

L4 
[mm]

+

HSK-A63 52 0

HSK-A100 55 1,7

Capto C6 | SK40 | CAT40 45 0,1

Capto C8 45 1,0

SK50 | CAT50 45 2,2

BT40 53 0,4

BT50 60 3,5

L3 
[mm]

+

S1 18 0

ER16A 18 0

L1 
[mm]

L2 
[mm]

LS 
[mm]

05 / 150 92,5 25,5 5,0

L3=18 182 124,5 57,5 5,2

214 156,5 89,5 5,4

Mmax 15 Nm

i 1:1,452

n2 max 8.000 min-1

SLIM WGX
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BENZ SOLIDFIX® S1

OUTPUT SPINDLE OUTPUT SPINDLE

FRONT HEAD FRONT HEAD+TAPER +TAPER +OUTPUT SPINDLE +OUTPUT SPINDLE

TECHNICAL DATA TECHNICAL DATA

Technical data
Type
Size

Technical data
Type
Size

Technical data
Type
Size

Technical data
Type
Size

Technical data
Type
Size

Technical data
Type
Size

COLLET CHUCK ER16ACOLLET CHUCK ER11A

ANGLE HEAD
SLIM WGX
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L4 
[mm]

+

HSK-A63 52 0

HSK-A100 55 1,7

Capto C6 | SK40 | CAT40 45 0,1

Capto C8 45 1,0

SK50 | CAT50 45 2,2

BT40 53 0,4

BT50 60 3,5

L3 
[mm]

+

S2 23 0

ER20A 23 0

L1 
[mm]

L2 
[mm]

LS 
[mm]

05 / 156 98 31 5,5

L3=23 188 130 63 5,6

220 162 95 5,7

Mmax 15 Nm

i 1:1

nmax 8.000 min-1

L4L1

L2

LS
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BENZ SOLIDFIX® S2

07

L4 
[mm]

+

HSK-A63 52 0

HSK-A100 55 1,9

Capto C6 | SK40 | CAT40 45 0,1

Capto C8 45 1,0

SK50 | CAT50 45 2,2

BT40 53 0,5

BT50 60 3,5

L3 
[mm]

+

S3 26 0

ER25A 26 0

L1 
[mm]

L2 
[mm]

LS 
[mm]

05 / 178 116 54 7,5

L3=26 215 153 85 7,9

290 228 160 8,0

Mmax 35 Nm

i 1:1

nmax 6.000 min-1

SLIM WGX
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BENZ SOLIDFIX® S3

OUTPUT SPINDLE OUTPUT SPINDLE

FRONT HEAD FRONT HEAD+TAPER +TAPER +OUTPUT SPINDLE +OUTPUT SPINDLE

TECHNICAL DATA TECHNICAL DATA

Technical data
Type
Size

Technical data
Type
Size

Technical data
Type
Size

Technical data
Type
Size

Technical data
Type
Size

Technical data
Type
Size

COLLET CHUCK ER25ACOLLET CHUCK ER20A

ANGLE HEAD
SLIM WGX




